INTERNATIONAL SOCIETY OF ARBORICULTURE
1400 WEST ANTHONY DRIVE

CHAMPAIGN, IL 61821

(217) 355-9411

(217) 355-9516 FAX

INTERNATIONAL SOCIETY
OF ARBORICULTURE

DO NOT HEAVILY PRUNE THE TREE AT PLANTING.

PRUNE ONLY CROSSOVER LIMBS, CO—DOMINANT

LEADERS, AND BROKEN OR DEAD BRANCHES.

SOME INTERIOR TWIGS AND LATERAL BRANCHES

MAY BE PRUNED; HOWEVER, DO NOT REMOVE *
THE TERMINAL BUDS OF BRANCHES THAT

EXTEND TO THE EDGE OF THE CROWN.

STAKE TREES ONLY UPON THE APPROVAL OF
THE LANDSCAPE ARCHITECT OR IN HIGH WIND
AREAS OR IF ROOT BALL IS VERY SANDY OR
WET CLAY SOIL.

WRAP TREE TRUNKS ONLY UPON THE
APPROVAL OF THE LANDSCAPE ARCHITECT OR N
WHEN TRUNK ORIENTATION AT NURSERY IS
UNKNOWN.

N EACH TREE MUST BE PLANTED SUCH THAT

THE TRUNK FLARE IS VISIBLE AT THE TOP
\‘ OF THE ROOT BALL. TREES WHERE THE

MARK THE NORTH SIDE OF THE TREE IN
THE NURSERY, AND ROTATE TREE TO
FACE NORTH AT THE SITE WHEN EVER

POSSIBLE. TRUNK FLARE IS NOT VISIBLE SHALL BE

REJECTED. DO NOT COVER THE TOP OF THE

MULCH RING ROOT BALL WITH SOIL.

2 FT.) DIAM. MIN.
.) DIAM. _ummz.wmmmc
11

600 MM

SET TOP OF ROOT BALL FLUSH TO _‘_Noo MM (4

GRADE OR 25-50 MM (1-2 IN.)
HIGHER IN SLOWLY DRAINING

SOILS.
200 MM (8 IN.)

7100 MM (4 IN.) HIGH EARTH SAUCER
111 BEYOND EDGE OF ROOT BALL.

Tree

[ERNIOER) XK
s ¢ 55 REMOVE ALL TWINE, ROPE AND WIRE, AND

1+ 11 BURLAP FROM TOP HALF OF ROOT BALL

IF PLANT IS SHIPPED WITH A WIRE BASKET AROUND THE
ROQT BALL, CUT THE WIRE BASKET IN FOUR PLACES
AND FOLD DOWN 200 MM (8 IN.) INTO PLANTING HOLE.

PLACE ROOT BALL ON UNEXCAVATED
OR TAMPED SOIL.

150 MM (6 IN.) MULCH. DO NO
PLACE MULCH IN CONTACT WITH TREE
TRUNK. MAINTAIN THE MULCH

WEED-FREE FOR A MINIMUM OF
THREE YEARS AFTER PLANTING.

EXISTING SITE SOIL FREE OF
CONSTRUCTION DEBRIS.

TAMP SOIL AROUND ROOT BALL BASE
FIRMLY WITH FOOT PRESSURE SO

BACKFILL PLANTING HOLE WITH A THAT ROOT BALL DOES NOT SHIFT.

PLANTING MIX CONSISTING OF LOAM
TOPSOIL 25%-30%, COURSE TO MEDIUM
SAND 50%—60%, HORTICULTURAL-GRADE

MILLED PINE BARK  10%—15%.

/7~ \ TREE PLANTING DETAIL — B&B TREES IN ALL SOIL TYPES

C zo._.m"._._.__m_u_..l_.>__.>wmczmm_._._>q_._._m_u_.>z._._zom_u>om_m;momm._._._>z§.oo:zAmﬂ_..v
SQUARE, OPEN TO THE SKY, AND NOT COVERED BY ANY PAVING OR GRATING.

PRUNE ALL DEAD, DAMAGED AND CROSSING
BRANCHES, BRANCHES AND FOLIAGE 1/3 AFTER
PLANTING, DO NOT CUT OR DAMAGE THE
LEADER, (IF APPLICABLE) REMOVE

ALL WIRES & TAGS.

ROOTBALL SHALL BE PLANTED 1”
HIGHER THAN GROWN IN THE NURSERY.

REMOVE 1/3 OF BURLAP, CUT AND
REMOVE ALL WIRING & NYLON CORD.

3" SHREDDED BARK MULCH
3" HT. SOIL SAUCER

FINISHED GRADE
"o . SCARIFY SIDES OF PLANTING PIT

PLANTING MIXTURE USE 3 PARTS
TOPSOIL ; 1 PART PEAT OR HUMUS
MATERIAL.

1=

6" CROWNED HAND TAMPED
BACKFIELD MIX.

1i

_Ewm_ __W_E_ﬂHkm%mﬁw.ﬂm_ / COMPACTED SUBGRADE
' OF ROOTBALL ' SECTION
SHRUB PLANTING DETAIL

EX. SEWER INVENTORIES

STORM MANHOLE #100

RIM ELEV. = 903.34
12”7 N INV. = 898.90
12”7 S INV. = 898.90
12”7 NE INV. = 898.90
127 NW INV. = 898.90
8" E INV. = 898.90
CATCH BASIN #101
RIM ELEV. = 902.95
12”7 SW INV. = 898.50
CATCH BASIN #102
RIM ELEV. = 902.20
ADJUST RIM TO 902.85
8" W INV. = 899.10
8” E INV. = 899.10

PROP. 8" N 899.10 NOTE: KEBS Inc. SHALL NOT

CATCH BASIN #103 BE RESPONSIBLE FOR
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NO SCALE

LEGAL DESCRIPTION:
Lots 9, 10, 11, 12, 13, 14, 15, 16, 17, 18, 19, & 20 and vacated dalleys adjacent to
said Lots, Cummings Subdivision to the original plat, City of Charlotte, Michigan.

LANDSCAPE NO

LOCATION MAP

0’ 30’

TES

SCALE 1" =

. INSTALL 3" X 12 GA. EDGING TO SEPARATE LAWN FROM PLANTING BED.
(AROCUND SHRUBS ONLY)

2. INSTALL 3" DEEP SHREDDED BARK MULCH TO ALL PLANTING AREAS/BEDS
AND TREE SAUCERS (NO POLY-FILIM).

3. INSTALL A KENTUCKY BLUEGRASS SOD (SUN/SHADE) VARIETY,) THAT IS

FREE OF WEEDS.

3A. SEED AREAS WITH THE FOLLOWING:

25% SYBSPORT

KENTUCKY BLUEGRASS

25% NASSAIM KENTUCKY BLUEGRASS
20% BRYISTOL KENTUCKY BLUEGRASS
10% PERINNIAL RYE GRASS

APPLY AT THE RATE

OF 2 TO 3 LBS. PER [,000 SQUARE FOOT.

4. CONTRACTOR SHALL VERIFY THE LOCATION OF ALL UNDERGROUND
UTILITIES, PIPES AND STRUCTURES, AS WELL AS THE LOCATION OF
EXISTING TREES AND VEGETATION. CONTRACTOR SHALL BE
RESPONSIBLE FOR ANY COST INCURRED DUE TO DAMAGE/REMOVAL OF

SAID ELEMENTS.

5. ANY DISCREPANCIES BETWEEN PLANS, NOTES, DETAILS AND EXISTING
CONDITIONS SHALL BE IMMEDIATELY REPORTED TO THE OWNER'S
AUTHORIZED REPRESENTATIVE FOR REVIEW AND DECISION. CONTRACTOR

SHALL ASSUME FULL

RESPONSIBILITY FOR ALL REVISIONS DUE TO

FAILURE TO GIVE SUCH NOTIFICATION.

6. CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE TO EXISTING
MATERIALS/IMPROVEMENTS, DAMAGED DURING CONSTRUCTION.

7. SITE BOUNDARY, TOPOGRAPHY, UTILITIES AND OTHER BASE
INFORMATION PROVIDED BY OTHERS.

8. CONTRACTOR SHALL VERIFY QUANTITIES SHOWN ON PLANT SCHEDULES
AND THOSE INDICATED ON PLANS. CONTRACTOR IS RESPONSIBLE FOR
INSTALLATION OF QUANTITIES DRAWN.

q. CONTRACTOR SHALL MAKE MINOR ADJUSTIMENTS TO PLANT MATERIAL
LOCATIONS IN FIELD, AS NECESSARY. THE LOCATION OF ALL PLANT
MATERIAL SHALL BE SUBJECT TO APPROVAL BY THE OWNER'S
AUTHORIZED REPRESENTATIVE.

10. ALL PLANT MATERIAL SHALL BE OF THE SIZES CALLED FOR IN THE
PLANT SCHEDULES. ANY PLANT MATERIAL NOT MEETING THE SIZED
AND/OR QUALITY AS CALLED FOR SHALL BE REMOVED FROM SITE. ALL
TREES SHALL BE INSPECTED AND APPROVED BY THE OWNER'S
AUTHORIZED REPRESENTATIVE. NO SUBSTITUTIONS OF PLANT MATERIAL
SHALL BE MADE WITHOUT APPROVAL FROM THE OWNER'S AUTHORIZED

REPRESENTATIVE.

/. ALL PROPOSED TREES OVER 2" CAL. SHALL BY GUYED/STAKED SECURE,
SEE EVERGREEN TREE PLANTING/GUYING DETAIL, OR DECIDUOUS TREES
PLANTING/STAKING DETAIL WHERE APPLICABLE.

2. ALL PLANTING BEDS TO BE TREATED WITH PRE-EMERGENT HERBICIDE.
CONTRACTOR SHALL INSURE THAT PROPOSED PLANT IMATERIAL 1S
RESISTANT TO THE HERBICIDE PROPERTIES AND THAT HERBICIDE
APPLICATION FOLLOWS THE MANUFACTURER'S SPECIFICATIONS AND IS
APPLIED IN ACCORDANCE WITH SOUND HORTICULTURAL PRACTICES.

/3. CONTRACTOR SHALL DETERMINE APPROFPRIATE PLANTING BACKFILL IMIXES
(BASED ON SOILS/SUBSURFACE CONDITIONS) AND REVIEW ALTERNATIVES
WITH OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO INSTALLATION.
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PLANT LIST SCHEDULE

QUANT. | symeoL

COMMON NAME

BOTANICAL NAME

SIZE

ROOT
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RED SUNSET MAPLE

ACER RUBRUM "RED SUNSET”

2.5" CAL.

B & B

L/
—Fn " —

. w

AS

SUGAR MAPLE

ACER SACCHARUM

2.5" CAL.

B & B

1

TG

GREENSPIRE LITTLELEAF LINDEN

TILIA. TOMENTOSA 'GREENSPIRE’

2.5" CAL.

B &B

ORNAMENTAL

1

__u<

CANADA RED CHOKECHERRY

PRUNUS VIRGINIANA ' CANADA RED’

1.75” CAL.

EVERGREENS

1

__uo

SERBIAN SPRUCE

PICEA OMIRIKA

7' HT.

RIGHT QF WAY ﬂﬂg\_v N8Y 4257 W 262.79 (R) 262.60°

SHRUBS

o= / 9o

26

Fl

LYNWOOD GOLD FORSYTHIA

FORSYTHIA X INTERMEDIA ' LYNWOOD GOLD’

24"-26" HT.

CONT.

EX. CURB (TYPICAL)——

\ . . . L

® 18

EA

BURNING BUSH

EUONYMUS ALATUS COMPACTUS

24"-36" HT.

CONT.

RIM ELEV. = 902.16 GEODETIC DESIGNS, INC.
8” W INV. = 899.90 SURVEY PLAN
8” E INV. = 899.90
CATCH BASIN #104
RIM ELEV. = 902.08 EX. LEGEND
8” W INV. = 900.40 )
o = SET 5/8” BAR WITH CAP
° = FOUND IRON AS NOTED
= DEED LINE
LEGEND — N—— = DISTANCE NOT TO SCALE
— - —— - —— - — PROPOSED WATER MAIN ~ % % = FENCE
PROPOSED SANITARY SEWER
——— — — —— PROPOSED STORM SEWER
[Z:] = CONCRETE
PROPOSED HYDRANT
PROPOSED GATE VALVE &P = EXISTING SPOT ELEVATION
PROPOSED SAN. M.H. «__&® \ = EXISTING CONTOUR ELEVATION
PROPOSED STORM M.H. — . __ = SANITARY SEWER
PROPOSED C.B. - = STORM SEWER
PROPOSED GRADES
PROPOSED FIRST FLOOR ELEV. —— - —— = WATER LINE
AT/C 800.00 PROPOSED TOP OF CURB ELEV. — —6— — = GASLINE
A T/G 800.00 PROPOSED TOP OF GROUND ELEV. EO— — = QOVERHEAD WIRES
AT/P 800.00 PROPOSED TOP OF PAV'T ELEV.
AT/W 800.00 PROPOSED TOP OF WALK ELEV. — = SIGN
) DENOTES S.E.S.C. KEYING SYSTEM . — POST

SANITARY MANHOLE
DRAINAGE MANHOLE

CATCHBASIN
SANITARY CLEANOUT

FIRE HYDRANT
VALVE

FDC

UTILITY POLE
LIGHT POLE
GUY WIRE

TRANSFORMER

GAS METER
WATER METER

\

SEMINARY STREET
60’ WIDE PUBLIC RIGHT OF WAY

ZONED RT

3/
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SEAGREEN JUNIPER

JUNIPERUS SEAGREEN

24" HT.

CONT.
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(TOLL-FREE)

(B NORKING DAYS)

BEFORE YOU DI
CALL Mi% DI

LANDSCAPING

PARKING AREA: 1 CANOPY TREE PER 20 SPACES

78 SPACES / 20 = 4 CANOPY TREES

GREENBELT: WHERE PARKING LOT ABUTS THOROUGHFARE
AND/OR WHERE SITE ABUTS RESIDENTIAL DISTRICT
1 TREE PER 75 FT FRONTAGE (50% CANOPY)

4 SHRUBS PER 20 FT FRONTAGE

WEST PROPERTY LINE (73.85 FT) —> 1 TREE & 16 SHRUBS

EAST PROPERT LINE (246.85 FT) —> 4 TREES @ 52 SHRUBS

TAX ID# 200-000-033-170-00 & -190-00
SITE ADDRESS: 225 S. WASHINGTON ST, CHARLOTTE, MI 488I3

& 234 S. OLIVER ST, CHARLOTTE, M| 48813

REVISIONS

KEBS, INC.

KYES ENGINEERING
BRYAN LAND SURVEYS

1-5—18 SUBMITTAL

2116 HASLETT ROAD, HASLETT, Ml 48840
® PH. 517-339-1014 FAX. 517-339-8047

Marshall Office
Ph. 269-781-9800

225 S. Washington St.

LANDSCAPE PLAN
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