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GENERAL LANDSCAPE NOTES 1. CONTRACTOR SHALL BE RESPONSIBLE TO VERIFY LOCATION OF ALL PRIVATE AND PUBLIC UTILITY LINES WHICH AFFECT THIS SITE.   CONTRACTOR SHALL BE RESPONSIBLE TO VERIFY LOCATION OF ALL PRIVATE AND PUBLIC UTILITY LINES WHICH AFFECT THIS SITE.  CONTRACTOR SHALL BE RESPONSIBLE TO VERIFY LOCATION OF ALL PRIVATE AND PUBLIC UTILITY LINES WHICH AFFECT THIS SITE.   SHALL BE RESPONSIBLE TO VERIFY LOCATION OF ALL PRIVATE AND PUBLIC UTILITY LINES WHICH AFFECT THIS SITE.  SHALL BE RESPONSIBLE TO VERIFY LOCATION OF ALL PRIVATE AND PUBLIC UTILITY LINES WHICH AFFECT THIS SITE.   BE RESPONSIBLE TO VERIFY LOCATION OF ALL PRIVATE AND PUBLIC UTILITY LINES WHICH AFFECT THIS SITE.  BE RESPONSIBLE TO VERIFY LOCATION OF ALL PRIVATE AND PUBLIC UTILITY LINES WHICH AFFECT THIS SITE.   RESPONSIBLE TO VERIFY LOCATION OF ALL PRIVATE AND PUBLIC UTILITY LINES WHICH AFFECT THIS SITE.  RESPONSIBLE TO VERIFY LOCATION OF ALL PRIVATE AND PUBLIC UTILITY LINES WHICH AFFECT THIS SITE.   TO VERIFY LOCATION OF ALL PRIVATE AND PUBLIC UTILITY LINES WHICH AFFECT THIS SITE.  TO VERIFY LOCATION OF ALL PRIVATE AND PUBLIC UTILITY LINES WHICH AFFECT THIS SITE.   VERIFY LOCATION OF ALL PRIVATE AND PUBLIC UTILITY LINES WHICH AFFECT THIS SITE.  VERIFY LOCATION OF ALL PRIVATE AND PUBLIC UTILITY LINES WHICH AFFECT THIS SITE.   LOCATION OF ALL PRIVATE AND PUBLIC UTILITY LINES WHICH AFFECT THIS SITE.  LOCATION OF ALL PRIVATE AND PUBLIC UTILITY LINES WHICH AFFECT THIS SITE.   OF ALL PRIVATE AND PUBLIC UTILITY LINES WHICH AFFECT THIS SITE.  OF ALL PRIVATE AND PUBLIC UTILITY LINES WHICH AFFECT THIS SITE.   ALL PRIVATE AND PUBLIC UTILITY LINES WHICH AFFECT THIS SITE.  ALL PRIVATE AND PUBLIC UTILITY LINES WHICH AFFECT THIS SITE.   PRIVATE AND PUBLIC UTILITY LINES WHICH AFFECT THIS SITE.  PRIVATE AND PUBLIC UTILITY LINES WHICH AFFECT THIS SITE.   AND PUBLIC UTILITY LINES WHICH AFFECT THIS SITE.  AND PUBLIC UTILITY LINES WHICH AFFECT THIS SITE.   PUBLIC UTILITY LINES WHICH AFFECT THIS SITE.  PUBLIC UTILITY LINES WHICH AFFECT THIS SITE.   UTILITY LINES WHICH AFFECT THIS SITE.  UTILITY LINES WHICH AFFECT THIS SITE.   LINES WHICH AFFECT THIS SITE.  LINES WHICH AFFECT THIS SITE.   WHICH AFFECT THIS SITE.  WHICH AFFECT THIS SITE.   AFFECT THIS SITE.  AFFECT THIS SITE.   THIS SITE.  THIS SITE.   SITE.  SITE.  CONTRACTOR SHALL ALSO NOTIFY ALL UTILITY COMPANIES PRIOR TO THE COMMENCEMENT OF ANY SITE WORK. 2. CONTRACTOR SHALL REVIEW PLANTING SPECIFICATIONS AND PLANTING DETAILS BEFORE BEGINNING WORK. 3. CONTRACTOR SHALL VISIT THE PROJECT SITE AND BECOME FAMILIAR WITH CONDITIONS UNDER WHICH WORK SHALL BE IMPLEMENTED PRIOR TO  CONTRACTOR SHALL VISIT THE PROJECT SITE AND BECOME FAMILIAR WITH CONDITIONS UNDER WHICH WORK SHALL BE IMPLEMENTED PRIOR TO CONTRACTOR SHALL VISIT THE PROJECT SITE AND BECOME FAMILIAR WITH CONDITIONS UNDER WHICH WORK SHALL BE IMPLEMENTED PRIOR TO  SHALL VISIT THE PROJECT SITE AND BECOME FAMILIAR WITH CONDITIONS UNDER WHICH WORK SHALL BE IMPLEMENTED PRIOR TO SHALL VISIT THE PROJECT SITE AND BECOME FAMILIAR WITH CONDITIONS UNDER WHICH WORK SHALL BE IMPLEMENTED PRIOR TO  VISIT THE PROJECT SITE AND BECOME FAMILIAR WITH CONDITIONS UNDER WHICH WORK SHALL BE IMPLEMENTED PRIOR TO VISIT THE PROJECT SITE AND BECOME FAMILIAR WITH CONDITIONS UNDER WHICH WORK SHALL BE IMPLEMENTED PRIOR TO  THE PROJECT SITE AND BECOME FAMILIAR WITH CONDITIONS UNDER WHICH WORK SHALL BE IMPLEMENTED PRIOR TO THE PROJECT SITE AND BECOME FAMILIAR WITH CONDITIONS UNDER WHICH WORK SHALL BE IMPLEMENTED PRIOR TO  PROJECT SITE AND BECOME FAMILIAR WITH CONDITIONS UNDER WHICH WORK SHALL BE IMPLEMENTED PRIOR TO PROJECT SITE AND BECOME FAMILIAR WITH CONDITIONS UNDER WHICH WORK SHALL BE IMPLEMENTED PRIOR TO  SITE AND BECOME FAMILIAR WITH CONDITIONS UNDER WHICH WORK SHALL BE IMPLEMENTED PRIOR TO SITE AND BECOME FAMILIAR WITH CONDITIONS UNDER WHICH WORK SHALL BE IMPLEMENTED PRIOR TO  AND BECOME FAMILIAR WITH CONDITIONS UNDER WHICH WORK SHALL BE IMPLEMENTED PRIOR TO AND BECOME FAMILIAR WITH CONDITIONS UNDER WHICH WORK SHALL BE IMPLEMENTED PRIOR TO  BECOME FAMILIAR WITH CONDITIONS UNDER WHICH WORK SHALL BE IMPLEMENTED PRIOR TO BECOME FAMILIAR WITH CONDITIONS UNDER WHICH WORK SHALL BE IMPLEMENTED PRIOR TO  FAMILIAR WITH CONDITIONS UNDER WHICH WORK SHALL BE IMPLEMENTED PRIOR TO FAMILIAR WITH CONDITIONS UNDER WHICH WORK SHALL BE IMPLEMENTED PRIOR TO  WITH CONDITIONS UNDER WHICH WORK SHALL BE IMPLEMENTED PRIOR TO WITH CONDITIONS UNDER WHICH WORK SHALL BE IMPLEMENTED PRIOR TO  CONDITIONS UNDER WHICH WORK SHALL BE IMPLEMENTED PRIOR TO CONDITIONS UNDER WHICH WORK SHALL BE IMPLEMENTED PRIOR TO  UNDER WHICH WORK SHALL BE IMPLEMENTED PRIOR TO UNDER WHICH WORK SHALL BE IMPLEMENTED PRIOR TO  WHICH WORK SHALL BE IMPLEMENTED PRIOR TO WHICH WORK SHALL BE IMPLEMENTED PRIOR TO  WORK SHALL BE IMPLEMENTED PRIOR TO WORK SHALL BE IMPLEMENTED PRIOR TO  SHALL BE IMPLEMENTED PRIOR TO SHALL BE IMPLEMENTED PRIOR TO  BE IMPLEMENTED PRIOR TO BE IMPLEMENTED PRIOR TO  IMPLEMENTED PRIOR TO IMPLEMENTED PRIOR TO  PRIOR TO PRIOR TO  TO TO BIDDING. 4. CONTRACTOR SHALL NOTIFY CONTRACT OFFICER OF ANY DISCREPANCIES IN THE EXISTING CONDITIONS OR WITHIN THE PLANS PRIOR TO  CONTRACTOR SHALL NOTIFY CONTRACT OFFICER OF ANY DISCREPANCIES IN THE EXISTING CONDITIONS OR WITHIN THE PLANS PRIOR TO CONTRACTOR SHALL NOTIFY CONTRACT OFFICER OF ANY DISCREPANCIES IN THE EXISTING CONDITIONS OR WITHIN THE PLANS PRIOR TO  SHALL NOTIFY CONTRACT OFFICER OF ANY DISCREPANCIES IN THE EXISTING CONDITIONS OR WITHIN THE PLANS PRIOR TO SHALL NOTIFY CONTRACT OFFICER OF ANY DISCREPANCIES IN THE EXISTING CONDITIONS OR WITHIN THE PLANS PRIOR TO  NOTIFY CONTRACT OFFICER OF ANY DISCREPANCIES IN THE EXISTING CONDITIONS OR WITHIN THE PLANS PRIOR TO NOTIFY CONTRACT OFFICER OF ANY DISCREPANCIES IN THE EXISTING CONDITIONS OR WITHIN THE PLANS PRIOR TO  CONTRACT OFFICER OF ANY DISCREPANCIES IN THE EXISTING CONDITIONS OR WITHIN THE PLANS PRIOR TO CONTRACT OFFICER OF ANY DISCREPANCIES IN THE EXISTING CONDITIONS OR WITHIN THE PLANS PRIOR TO  OFFICER OF ANY DISCREPANCIES IN THE EXISTING CONDITIONS OR WITHIN THE PLANS PRIOR TO OFFICER OF ANY DISCREPANCIES IN THE EXISTING CONDITIONS OR WITHIN THE PLANS PRIOR TO  OF ANY DISCREPANCIES IN THE EXISTING CONDITIONS OR WITHIN THE PLANS PRIOR TO OF ANY DISCREPANCIES IN THE EXISTING CONDITIONS OR WITHIN THE PLANS PRIOR TO  ANY DISCREPANCIES IN THE EXISTING CONDITIONS OR WITHIN THE PLANS PRIOR TO ANY DISCREPANCIES IN THE EXISTING CONDITIONS OR WITHIN THE PLANS PRIOR TO  DISCREPANCIES IN THE EXISTING CONDITIONS OR WITHIN THE PLANS PRIOR TO DISCREPANCIES IN THE EXISTING CONDITIONS OR WITHIN THE PLANS PRIOR TO  IN THE EXISTING CONDITIONS OR WITHIN THE PLANS PRIOR TO IN THE EXISTING CONDITIONS OR WITHIN THE PLANS PRIOR TO  THE EXISTING CONDITIONS OR WITHIN THE PLANS PRIOR TO THE EXISTING CONDITIONS OR WITHIN THE PLANS PRIOR TO  EXISTING CONDITIONS OR WITHIN THE PLANS PRIOR TO EXISTING CONDITIONS OR WITHIN THE PLANS PRIOR TO  CONDITIONS OR WITHIN THE PLANS PRIOR TO CONDITIONS OR WITHIN THE PLANS PRIOR TO  OR WITHIN THE PLANS PRIOR TO OR WITHIN THE PLANS PRIOR TO  WITHIN THE PLANS PRIOR TO WITHIN THE PLANS PRIOR TO  THE PLANS PRIOR TO THE PLANS PRIOR TO  PLANS PRIOR TO PLANS PRIOR TO  PRIOR TO PRIOR TO  TO TO BEGINNING WORK. 5. PLANTING BEDS SHALL HAVE FINISHED GRADES SMOOTHED TO ELIMINATE PONDING OR STANDING WATER.  CONTRACTOR SHALL MAINTAIN A  PLANTING BEDS SHALL HAVE FINISHED GRADES SMOOTHED TO ELIMINATE PONDING OR STANDING WATER.  CONTRACTOR SHALL MAINTAIN A PLANTING BEDS SHALL HAVE FINISHED GRADES SMOOTHED TO ELIMINATE PONDING OR STANDING WATER.  CONTRACTOR SHALL MAINTAIN A  BEDS SHALL HAVE FINISHED GRADES SMOOTHED TO ELIMINATE PONDING OR STANDING WATER.  CONTRACTOR SHALL MAINTAIN A BEDS SHALL HAVE FINISHED GRADES SMOOTHED TO ELIMINATE PONDING OR STANDING WATER.  CONTRACTOR SHALL MAINTAIN A  SHALL HAVE FINISHED GRADES SMOOTHED TO ELIMINATE PONDING OR STANDING WATER.  CONTRACTOR SHALL MAINTAIN A SHALL HAVE FINISHED GRADES SMOOTHED TO ELIMINATE PONDING OR STANDING WATER.  CONTRACTOR SHALL MAINTAIN A  HAVE FINISHED GRADES SMOOTHED TO ELIMINATE PONDING OR STANDING WATER.  CONTRACTOR SHALL MAINTAIN A HAVE FINISHED GRADES SMOOTHED TO ELIMINATE PONDING OR STANDING WATER.  CONTRACTOR SHALL MAINTAIN A  FINISHED GRADES SMOOTHED TO ELIMINATE PONDING OR STANDING WATER.  CONTRACTOR SHALL MAINTAIN A FINISHED GRADES SMOOTHED TO ELIMINATE PONDING OR STANDING WATER.  CONTRACTOR SHALL MAINTAIN A  GRADES SMOOTHED TO ELIMINATE PONDING OR STANDING WATER.  CONTRACTOR SHALL MAINTAIN A GRADES SMOOTHED TO ELIMINATE PONDING OR STANDING WATER.  CONTRACTOR SHALL MAINTAIN A  SMOOTHED TO ELIMINATE PONDING OR STANDING WATER.  CONTRACTOR SHALL MAINTAIN A SMOOTHED TO ELIMINATE PONDING OR STANDING WATER.  CONTRACTOR SHALL MAINTAIN A  TO ELIMINATE PONDING OR STANDING WATER.  CONTRACTOR SHALL MAINTAIN A TO ELIMINATE PONDING OR STANDING WATER.  CONTRACTOR SHALL MAINTAIN A  ELIMINATE PONDING OR STANDING WATER.  CONTRACTOR SHALL MAINTAIN A ELIMINATE PONDING OR STANDING WATER.  CONTRACTOR SHALL MAINTAIN A  PONDING OR STANDING WATER.  CONTRACTOR SHALL MAINTAIN A PONDING OR STANDING WATER.  CONTRACTOR SHALL MAINTAIN A  OR STANDING WATER.  CONTRACTOR SHALL MAINTAIN A OR STANDING WATER.  CONTRACTOR SHALL MAINTAIN A  STANDING WATER.  CONTRACTOR SHALL MAINTAIN A STANDING WATER.  CONTRACTOR SHALL MAINTAIN A  WATER.  CONTRACTOR SHALL MAINTAIN A WATER.  CONTRACTOR SHALL MAINTAIN A   CONTRACTOR SHALL MAINTAIN A  CONTRACTOR SHALL MAINTAIN A CONTRACTOR SHALL MAINTAIN A  SHALL MAINTAIN A SHALL MAINTAIN A  MAINTAIN A MAINTAIN A  A A MINIMUM 2% DRAINAGE AWAY FROM BUILDINGS AND PAVING INTO DRAINAGE STRUCTURE OR TO STREET.  CONTRACTOR SHALL NOTIFY OWNER  2% DRAINAGE AWAY FROM BUILDINGS AND PAVING INTO DRAINAGE STRUCTURE OR TO STREET.  CONTRACTOR SHALL NOTIFY OWNER 2% DRAINAGE AWAY FROM BUILDINGS AND PAVING INTO DRAINAGE STRUCTURE OR TO STREET.  CONTRACTOR SHALL NOTIFY OWNER  DRAINAGE AWAY FROM BUILDINGS AND PAVING INTO DRAINAGE STRUCTURE OR TO STREET.  CONTRACTOR SHALL NOTIFY OWNER DRAINAGE AWAY FROM BUILDINGS AND PAVING INTO DRAINAGE STRUCTURE OR TO STREET.  CONTRACTOR SHALL NOTIFY OWNER  AWAY FROM BUILDINGS AND PAVING INTO DRAINAGE STRUCTURE OR TO STREET.  CONTRACTOR SHALL NOTIFY OWNER AWAY FROM BUILDINGS AND PAVING INTO DRAINAGE STRUCTURE OR TO STREET.  CONTRACTOR SHALL NOTIFY OWNER  FROM BUILDINGS AND PAVING INTO DRAINAGE STRUCTURE OR TO STREET.  CONTRACTOR SHALL NOTIFY OWNER FROM BUILDINGS AND PAVING INTO DRAINAGE STRUCTURE OR TO STREET.  CONTRACTOR SHALL NOTIFY OWNER  BUILDINGS AND PAVING INTO DRAINAGE STRUCTURE OR TO STREET.  CONTRACTOR SHALL NOTIFY OWNER BUILDINGS AND PAVING INTO DRAINAGE STRUCTURE OR TO STREET.  CONTRACTOR SHALL NOTIFY OWNER  AND PAVING INTO DRAINAGE STRUCTURE OR TO STREET.  CONTRACTOR SHALL NOTIFY OWNER AND PAVING INTO DRAINAGE STRUCTURE OR TO STREET.  CONTRACTOR SHALL NOTIFY OWNER  PAVING INTO DRAINAGE STRUCTURE OR TO STREET.  CONTRACTOR SHALL NOTIFY OWNER PAVING INTO DRAINAGE STRUCTURE OR TO STREET.  CONTRACTOR SHALL NOTIFY OWNER  INTO DRAINAGE STRUCTURE OR TO STREET.  CONTRACTOR SHALL NOTIFY OWNER INTO DRAINAGE STRUCTURE OR TO STREET.  CONTRACTOR SHALL NOTIFY OWNER  DRAINAGE STRUCTURE OR TO STREET.  CONTRACTOR SHALL NOTIFY OWNER DRAINAGE STRUCTURE OR TO STREET.  CONTRACTOR SHALL NOTIFY OWNER  STRUCTURE OR TO STREET.  CONTRACTOR SHALL NOTIFY OWNER STRUCTURE OR TO STREET.  CONTRACTOR SHALL NOTIFY OWNER  OR TO STREET.  CONTRACTOR SHALL NOTIFY OWNER OR TO STREET.  CONTRACTOR SHALL NOTIFY OWNER  TO STREET.  CONTRACTOR SHALL NOTIFY OWNER TO STREET.  CONTRACTOR SHALL NOTIFY OWNER  STREET.  CONTRACTOR SHALL NOTIFY OWNER STREET.  CONTRACTOR SHALL NOTIFY OWNER   CONTRACTOR SHALL NOTIFY OWNER  CONTRACTOR SHALL NOTIFY OWNER CONTRACTOR SHALL NOTIFY OWNER  SHALL NOTIFY OWNER SHALL NOTIFY OWNER  NOTIFY OWNER NOTIFY OWNER  OWNER OWNER IMMEDIATELY OF ANY CONFLICTS IN MAINTAINING DRAINAGE.  IRRIGATION SYSTEM SHALL BE DESIGNED TO ELIMINATE OVERSPRAY ONTO  OF ANY CONFLICTS IN MAINTAINING DRAINAGE.  IRRIGATION SYSTEM SHALL BE DESIGNED TO ELIMINATE OVERSPRAY ONTO OF ANY CONFLICTS IN MAINTAINING DRAINAGE.  IRRIGATION SYSTEM SHALL BE DESIGNED TO ELIMINATE OVERSPRAY ONTO  ANY CONFLICTS IN MAINTAINING DRAINAGE.  IRRIGATION SYSTEM SHALL BE DESIGNED TO ELIMINATE OVERSPRAY ONTO ANY CONFLICTS IN MAINTAINING DRAINAGE.  IRRIGATION SYSTEM SHALL BE DESIGNED TO ELIMINATE OVERSPRAY ONTO  CONFLICTS IN MAINTAINING DRAINAGE.  IRRIGATION SYSTEM SHALL BE DESIGNED TO ELIMINATE OVERSPRAY ONTO CONFLICTS IN MAINTAINING DRAINAGE.  IRRIGATION SYSTEM SHALL BE DESIGNED TO ELIMINATE OVERSPRAY ONTO  IN MAINTAINING DRAINAGE.  IRRIGATION SYSTEM SHALL BE DESIGNED TO ELIMINATE OVERSPRAY ONTO IN MAINTAINING DRAINAGE.  IRRIGATION SYSTEM SHALL BE DESIGNED TO ELIMINATE OVERSPRAY ONTO  MAINTAINING DRAINAGE.  IRRIGATION SYSTEM SHALL BE DESIGNED TO ELIMINATE OVERSPRAY ONTO MAINTAINING DRAINAGE.  IRRIGATION SYSTEM SHALL BE DESIGNED TO ELIMINATE OVERSPRAY ONTO  DRAINAGE.  IRRIGATION SYSTEM SHALL BE DESIGNED TO ELIMINATE OVERSPRAY ONTO DRAINAGE.  IRRIGATION SYSTEM SHALL BE DESIGNED TO ELIMINATE OVERSPRAY ONTO   IRRIGATION SYSTEM SHALL BE DESIGNED TO ELIMINATE OVERSPRAY ONTO  IRRIGATION SYSTEM SHALL BE DESIGNED TO ELIMINATE OVERSPRAY ONTO IRRIGATION SYSTEM SHALL BE DESIGNED TO ELIMINATE OVERSPRAY ONTO  SYSTEM SHALL BE DESIGNED TO ELIMINATE OVERSPRAY ONTO SYSTEM SHALL BE DESIGNED TO ELIMINATE OVERSPRAY ONTO  SHALL BE DESIGNED TO ELIMINATE OVERSPRAY ONTO SHALL BE DESIGNED TO ELIMINATE OVERSPRAY ONTO  BE DESIGNED TO ELIMINATE OVERSPRAY ONTO BE DESIGNED TO ELIMINATE OVERSPRAY ONTO  DESIGNED TO ELIMINATE OVERSPRAY ONTO DESIGNED TO ELIMINATE OVERSPRAY ONTO  TO ELIMINATE OVERSPRAY ONTO TO ELIMINATE OVERSPRAY ONTO  ELIMINATE OVERSPRAY ONTO ELIMINATE OVERSPRAY ONTO  OVERSPRAY ONTO OVERSPRAY ONTO  ONTO ONTO BUILDINGS, STRUCTURES AND MONUMENT SIGNS. 6. CONTRACT OFFICER SHALL APPROVE ALL FINISH GRADING PRIOR TO PLACEMENT OF ANY PLANT MATERIAL. 7. CONTRACTOR SHALL IMMEDIATELY, UPON THE AWARD OF THE CONTRACT, LOCATE, ORDER AND PURCHASE (OR HAVE HELD) ALL PLANT  CONTRACTOR SHALL IMMEDIATELY, UPON THE AWARD OF THE CONTRACT, LOCATE, ORDER AND PURCHASE (OR HAVE HELD) ALL PLANT CONTRACTOR SHALL IMMEDIATELY, UPON THE AWARD OF THE CONTRACT, LOCATE, ORDER AND PURCHASE (OR HAVE HELD) ALL PLANT  SHALL IMMEDIATELY, UPON THE AWARD OF THE CONTRACT, LOCATE, ORDER AND PURCHASE (OR HAVE HELD) ALL PLANT SHALL IMMEDIATELY, UPON THE AWARD OF THE CONTRACT, LOCATE, ORDER AND PURCHASE (OR HAVE HELD) ALL PLANT  IMMEDIATELY, UPON THE AWARD OF THE CONTRACT, LOCATE, ORDER AND PURCHASE (OR HAVE HELD) ALL PLANT IMMEDIATELY, UPON THE AWARD OF THE CONTRACT, LOCATE, ORDER AND PURCHASE (OR HAVE HELD) ALL PLANT  UPON THE AWARD OF THE CONTRACT, LOCATE, ORDER AND PURCHASE (OR HAVE HELD) ALL PLANT UPON THE AWARD OF THE CONTRACT, LOCATE, ORDER AND PURCHASE (OR HAVE HELD) ALL PLANT  THE AWARD OF THE CONTRACT, LOCATE, ORDER AND PURCHASE (OR HAVE HELD) ALL PLANT THE AWARD OF THE CONTRACT, LOCATE, ORDER AND PURCHASE (OR HAVE HELD) ALL PLANT  AWARD OF THE CONTRACT, LOCATE, ORDER AND PURCHASE (OR HAVE HELD) ALL PLANT AWARD OF THE CONTRACT, LOCATE, ORDER AND PURCHASE (OR HAVE HELD) ALL PLANT  OF THE CONTRACT, LOCATE, ORDER AND PURCHASE (OR HAVE HELD) ALL PLANT OF THE CONTRACT, LOCATE, ORDER AND PURCHASE (OR HAVE HELD) ALL PLANT  THE CONTRACT, LOCATE, ORDER AND PURCHASE (OR HAVE HELD) ALL PLANT THE CONTRACT, LOCATE, ORDER AND PURCHASE (OR HAVE HELD) ALL PLANT  CONTRACT, LOCATE, ORDER AND PURCHASE (OR HAVE HELD) ALL PLANT CONTRACT, LOCATE, ORDER AND PURCHASE (OR HAVE HELD) ALL PLANT  LOCATE, ORDER AND PURCHASE (OR HAVE HELD) ALL PLANT LOCATE, ORDER AND PURCHASE (OR HAVE HELD) ALL PLANT  ORDER AND PURCHASE (OR HAVE HELD) ALL PLANT ORDER AND PURCHASE (OR HAVE HELD) ALL PLANT  AND PURCHASE (OR HAVE HELD) ALL PLANT AND PURCHASE (OR HAVE HELD) ALL PLANT  PURCHASE (OR HAVE HELD) ALL PLANT PURCHASE (OR HAVE HELD) ALL PLANT  (OR HAVE HELD) ALL PLANT (OR HAVE HELD) ALL PLANT  HAVE HELD) ALL PLANT HAVE HELD) ALL PLANT  HELD) ALL PLANT HELD) ALL PLANT  ALL PLANT ALL PLANT  PLANT PLANT MATERIAL REQUIRED BY THESE PLANS AND SPECIFICATIONS.  8. CONTRACTOR SHALL NOTIFY CONTRACT OFFICER FOR OBSERVATION AT THE FOLLOWING TIMES: -IRRIGATION MAINLINE AND LATERALS - PRIOR TO BACKFILL AND PRESSURE TEST -TREE LOCATIONS - PRIOR TO PLANTING -IRRIGATION COVERAGE - PRIOR TO PLANT PLACEMENT -PLANT APPROVAL AND SPOTTING - PRIOR TO PLANTING -PRE-MAINTENANCE APPROVAL -POST-MAINTENANCE / FINAL APPROVAL 9. CONTRACTOR SHALL BE HELD RESPONSIBLE FOR ANY REPAIRS MADE NECESSARY THROUGH THE ACTIONS/NEGLIGENCE OF THEIR CREW. 10. SHRUB AND GROUNDCOVER MASS QUANTITIES ARE SHOWN ON PLANS.  UNDERPLANT ALL TREES WITH THE ADJACENT SHRUB AND/OR  SHRUB AND GROUNDCOVER MASS QUANTITIES ARE SHOWN ON PLANS.  UNDERPLANT ALL TREES WITH THE ADJACENT SHRUB AND/OR SHRUB AND GROUNDCOVER MASS QUANTITIES ARE SHOWN ON PLANS.  UNDERPLANT ALL TREES WITH THE ADJACENT SHRUB AND/OR  AND GROUNDCOVER MASS QUANTITIES ARE SHOWN ON PLANS.  UNDERPLANT ALL TREES WITH THE ADJACENT SHRUB AND/OR AND GROUNDCOVER MASS QUANTITIES ARE SHOWN ON PLANS.  UNDERPLANT ALL TREES WITH THE ADJACENT SHRUB AND/OR  GROUNDCOVER MASS QUANTITIES ARE SHOWN ON PLANS.  UNDERPLANT ALL TREES WITH THE ADJACENT SHRUB AND/OR GROUNDCOVER MASS QUANTITIES ARE SHOWN ON PLANS.  UNDERPLANT ALL TREES WITH THE ADJACENT SHRUB AND/OR  MASS QUANTITIES ARE SHOWN ON PLANS.  UNDERPLANT ALL TREES WITH THE ADJACENT SHRUB AND/OR MASS QUANTITIES ARE SHOWN ON PLANS.  UNDERPLANT ALL TREES WITH THE ADJACENT SHRUB AND/OR  QUANTITIES ARE SHOWN ON PLANS.  UNDERPLANT ALL TREES WITH THE ADJACENT SHRUB AND/OR QUANTITIES ARE SHOWN ON PLANS.  UNDERPLANT ALL TREES WITH THE ADJACENT SHRUB AND/OR  ARE SHOWN ON PLANS.  UNDERPLANT ALL TREES WITH THE ADJACENT SHRUB AND/OR ARE SHOWN ON PLANS.  UNDERPLANT ALL TREES WITH THE ADJACENT SHRUB AND/OR  SHOWN ON PLANS.  UNDERPLANT ALL TREES WITH THE ADJACENT SHRUB AND/OR SHOWN ON PLANS.  UNDERPLANT ALL TREES WITH THE ADJACENT SHRUB AND/OR  ON PLANS.  UNDERPLANT ALL TREES WITH THE ADJACENT SHRUB AND/OR ON PLANS.  UNDERPLANT ALL TREES WITH THE ADJACENT SHRUB AND/OR  PLANS.  UNDERPLANT ALL TREES WITH THE ADJACENT SHRUB AND/OR PLANS.  UNDERPLANT ALL TREES WITH THE ADJACENT SHRUB AND/OR   UNDERPLANT ALL TREES WITH THE ADJACENT SHRUB AND/OR  UNDERPLANT ALL TREES WITH THE ADJACENT SHRUB AND/OR UNDERPLANT ALL TREES WITH THE ADJACENT SHRUB AND/OR  ALL TREES WITH THE ADJACENT SHRUB AND/OR ALL TREES WITH THE ADJACENT SHRUB AND/OR  TREES WITH THE ADJACENT SHRUB AND/OR TREES WITH THE ADJACENT SHRUB AND/OR  WITH THE ADJACENT SHRUB AND/OR WITH THE ADJACENT SHRUB AND/OR  THE ADJACENT SHRUB AND/OR THE ADJACENT SHRUB AND/OR  ADJACENT SHRUB AND/OR ADJACENT SHRUB AND/OR  SHRUB AND/OR SHRUB AND/OR  AND/OR AND/OR GROUNDCOVER AS INDICATED BY THE PLANS.  PLANTS SHALL BE INSTALLED WITH TRIANGULAR SPACING.  PLANT GROUNDCOVERS TO WITHIN 36"  AS INDICATED BY THE PLANS.  PLANTS SHALL BE INSTALLED WITH TRIANGULAR SPACING.  PLANT GROUNDCOVERS TO WITHIN 36" AS INDICATED BY THE PLANS.  PLANTS SHALL BE INSTALLED WITH TRIANGULAR SPACING.  PLANT GROUNDCOVERS TO WITHIN 36"  INDICATED BY THE PLANS.  PLANTS SHALL BE INSTALLED WITH TRIANGULAR SPACING.  PLANT GROUNDCOVERS TO WITHIN 36" INDICATED BY THE PLANS.  PLANTS SHALL BE INSTALLED WITH TRIANGULAR SPACING.  PLANT GROUNDCOVERS TO WITHIN 36"  BY THE PLANS.  PLANTS SHALL BE INSTALLED WITH TRIANGULAR SPACING.  PLANT GROUNDCOVERS TO WITHIN 36" BY THE PLANS.  PLANTS SHALL BE INSTALLED WITH TRIANGULAR SPACING.  PLANT GROUNDCOVERS TO WITHIN 36"  THE PLANS.  PLANTS SHALL BE INSTALLED WITH TRIANGULAR SPACING.  PLANT GROUNDCOVERS TO WITHIN 36" THE PLANS.  PLANTS SHALL BE INSTALLED WITH TRIANGULAR SPACING.  PLANT GROUNDCOVERS TO WITHIN 36"  PLANS.  PLANTS SHALL BE INSTALLED WITH TRIANGULAR SPACING.  PLANT GROUNDCOVERS TO WITHIN 36" PLANS.  PLANTS SHALL BE INSTALLED WITH TRIANGULAR SPACING.  PLANT GROUNDCOVERS TO WITHIN 36"   PLANTS SHALL BE INSTALLED WITH TRIANGULAR SPACING.  PLANT GROUNDCOVERS TO WITHIN 36"  PLANTS SHALL BE INSTALLED WITH TRIANGULAR SPACING.  PLANT GROUNDCOVERS TO WITHIN 36" PLANTS SHALL BE INSTALLED WITH TRIANGULAR SPACING.  PLANT GROUNDCOVERS TO WITHIN 36"  SHALL BE INSTALLED WITH TRIANGULAR SPACING.  PLANT GROUNDCOVERS TO WITHIN 36" SHALL BE INSTALLED WITH TRIANGULAR SPACING.  PLANT GROUNDCOVERS TO WITHIN 36"  BE INSTALLED WITH TRIANGULAR SPACING.  PLANT GROUNDCOVERS TO WITHIN 36" BE INSTALLED WITH TRIANGULAR SPACING.  PLANT GROUNDCOVERS TO WITHIN 36"  INSTALLED WITH TRIANGULAR SPACING.  PLANT GROUNDCOVERS TO WITHIN 36" INSTALLED WITH TRIANGULAR SPACING.  PLANT GROUNDCOVERS TO WITHIN 36"  WITH TRIANGULAR SPACING.  PLANT GROUNDCOVERS TO WITHIN 36" WITH TRIANGULAR SPACING.  PLANT GROUNDCOVERS TO WITHIN 36"  TRIANGULAR SPACING.  PLANT GROUNDCOVERS TO WITHIN 36" TRIANGULAR SPACING.  PLANT GROUNDCOVERS TO WITHIN 36"  SPACING.  PLANT GROUNDCOVERS TO WITHIN 36" SPACING.  PLANT GROUNDCOVERS TO WITHIN 36"   PLANT GROUNDCOVERS TO WITHIN 36"  PLANT GROUNDCOVERS TO WITHIN 36" PLANT GROUNDCOVERS TO WITHIN 36"  GROUNDCOVERS TO WITHIN 36" GROUNDCOVERS TO WITHIN 36"  TO WITHIN 36" TO WITHIN 36"  WITHIN 36" WITHIN 36"  36" 36" OF TREE TRUNK OR 12" OF SHRUB STEMS. 11. PLA
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